
■ Other outstanding features
• 13 hours*  of operating time

 with supplied Lithium-Ion 
battery pack, BP-232N 
(*Typical operation with Tx:Rx:Stand-by=5:5:90)

• Compact and light weight*

(*53(W)×120(H)×37(D) mm. 
  340g, including BP-232N) 

• MIL-STD rugged construction 

• Optional voice scrambler unit,
UT-109 for secure conversation

• Built-in audio compander 
provides clear audio

• Power on password 

• 400–470MHz wideband 
coverage

• Programmable 12.5/20/25kHz 
channel spacing (Depending on version)  

• Simple non-keypad version 
available

■ MPT features
• Individual call, group call, 

enhanced group call, 
priority call, TEL/PABX call

• 32 status message capability

• Up to 24-character short 
data messages

• Divert own call and 
divert 3rd party call 

• 15 call back memories

• 40 phone memory banks

• One touch short dialing

• Red emergency button for 
emergency call

• Dynamic regrouping capability

• DTMF memory

• Automatic transmit power 
selection (MPT mode only)

■ Conventional features
• Talk around function for out of 

service areas

• 32 conventional channels with 
CTCSS tone

IC-F43GT 
(Keypad version) IC-F43GS 

(Non-keypad version)

UHF TRUNKED RADIOS

(MT Version with keypad–General)

(MT Version without keypad–General)

(MT Version with keypad–Europe)

(MT Version without keypad–Europe)




